SOVEREIGN
TECHNICAL DATA SHEET

TIMBER PRESERVATIVE
(BROWN, CLEAR, CLEAR WATER REPELLENT, RED CEDAR)

Description
Sovereign Timber Preservative contains resins, pigments, co-solvents and a broad-spectrum fungicide, in a low odour solvent.
Sovereign Timber Preservative can be used for pre-treating all types of soft or hard wood.
Sovereign Timber Preservative is designed to give a fast drying quality preservative treatment with a light fast colour that can be subsequently painted or stained (except brown).
A water repellent grade is also available which contains polyoxoaluminium stearate. This is incorporated to reduce the amount of water absorbed if the timber is subject to wetting. It should be noted however that the water repellent grade is not a water vapour barrier and so timber stored in damp conditions may still be subject to swelling.

Form Supplied: Solvent-based, ready to use.
Pack Sizes: 5 litres, 25 litres and 200 litres
Colours: Clear, Brown, Clear W/Repellent Grade
HSE No: 3807
Contains: 0.25% w/w IPBC 0.25% Propiconazole
Colour: Red Cedar
HSE No: 6337
Contains: 0.5% w/w IPBC

General
All types of soft and hardwood applications such as:-
- Windows and Doorframes
- Skirtings and Rails
- Floorboards
- Roofing Timbers
- Soffits
- Sheds and Fencing
- Garden Furniture

Due to the nature of the product Sovereign Coloured Wood Preservatives (except brown) do possess some priming properties. However, depending upon the finish required proprietary primers can and should be used in certain instances.

Application Rates
Brush: 2 – 8m² per litre
Spray: 2 – 8m² per litre
Dip: 3 minutes minimum

Dilution
Timber Preservative must never be diluted.

Clean up
Brushes and equipment should be cleaned with white spirit.

General Maintenance
The service life of external timber will be extended by the application of a protective coating (except brown, which cannot be over painted).

Preparation
Sovereign Timber Preservative can be applied by brush, spray or dip. Ensure timber is free from any dirt or debris, and that any coatings have been removed.
General and Safety Precautions
R36/38 Irritating to eyes and skin.
R65 Harmful, may cause lung damage if swallowed.
Keep away from all potential sources of ignition. Ensure adequate ventilation and wear suitable clothing. Wash splashes from skin and eyes immediately. For full health and safety information see Safety Data Sheet reference number SDS 11.

Information given is in good faith based on experience and usage, however all recommendations are made without warranty or guarantee, since the conditions of use are beyond our control. All goods are sold in accordance with our Conditions of Sale, copies of which are available on request. Customers are advised that product, techniques and codes of practice are under constant review and changes occur without notice. Please check to ensure you have the latest updated information.