
 Sovereign ConCure Wall PLUS PIV 
unit is a state of the art Positive 
Input Ventilation unit designed 
for combating the effects of 
condensation, with added benefits.

Product Code 
30806723

Benefits

 Very quiet

 Lower energy costs for tenant in keeping with 
Government Directive regarding energy efficient 
appliances in Social Housing

 Helps to alleviate condensation

 Reduces radon

 Low maintenance
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Features

 Robust, anti-vibration and condensation resistant 
construction

 Extremely compact to ensure the most discreet 
installation every time

 Preheat and airflow rates can be fully adjusted to 
ensure resident comfort

 Electronic controller automatically monitors 
temperature of introduced air and activates 
pre-heat to maintain comfort levels. If the heater 
switch is enabled by the tenant the heater will 
switch on when the air temperature falls below 
the predefined threshold

 Extra-large filter area to maximise filter life

ConCure Flat/Basement 
Wall Mounted PIV Unit 
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Health & safety information 
available on request

 Important Disclaimer 
The information given is in good faith based on experience 

and usage, however all recommendations are made without  
warranty or guarantee, since the conditions of use are 

beyond our control. All goods are sold in accordance with our 
Conditions  of Sale, copies of which are available on request. 

Customers are advised that product, techniques and codes of 
practice are  under constant review  and changes occur without 
notice. Please ensure you have the latest updated information.
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Sovereign Support: 01229 870800  |  www.sovchem.co.uk

All dimensions in mm

The Concure Wall Plus PIV is fitted on  a convenient 
wall as close to the air intake point as possible.
Ideally this should be within a hall cupboard 
where access to an external wall and ambient air 
is possible. Supply ducting is run to an outlet air 
grille, normally located in the hallway so the air is 
delivered to a central point within the dwelling. 

Concure Wall Plus PIV

UNIT DIMENSIONS

PRODUCT PERFORMANCE

UNIT TECHNICAL DATA

INSTALLATION

Setting Air flow (l/s) Power (w) Sound (dB)

1 13 6 11.6

2 17 8 18.9

3 21 9 25.4

4 25 11 29.7

Voltage (V): 220/240

Intake & Outlet (mm): 100

Supply Ducting (mm): 100

Heater (W): 300
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